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1. Main Function 



1.1. Import Partition config 



 



You can import partition by load Config。You can set default config in the config.ini at 



DEFAULT_IMAGE_CONFIG 











 



 



 



1.2. Export partition config 



 



You can save partition config by export config 











 



1.3. Download image 



 



Step by step： 



 Device enter into loader or maskrom and connect with  pc.you should 



check loader at the state of maskrom 



 Check download item，if address of item is zero，you can select 



parameter to load partition 



 Click”Run” 



 



 



1.4. Switch 



Wnen tool found one msc|adb|mtp|uvc,you can click switch to enter loader 



or maskrom state。 



1.5. Dev Partition 



You want to user partition in the device, you can click”Dev Partition” 



at the loader or maskrom state. 



 











 



1.6. Download update.img 



 



Notice： 



 You can only download update.img at the loader or 



maskrom.otherwise,switch firstly  



 click“Firmware” can select update.img or loader file. 



1.7. Erase Flash 



EraseFlash will erase all of data in the flash. 



1. click “Firmware” to select update.img or loader.bin firstly 



2. device enter into maskrom or loader and connect with pc 



3. click “EraseFlash”  











 



1.8. unpack update.img 



 



Unpack all of download item from update.img saving into output dir. 



1.9. Download Boot 



It will do two things. 



1. download ddr init code into sram and run  



2. download rockusb code into ddr and run 



 



Or  double click”Loader”and choose ”LoaderToDDR” 



 











 



1.10. Download gpt 



Gpt file have two format: parameter or partition_table.img, 



Parameter pay attention to two point 



1. It must  have ”TYPE:GPT” line in the parameter. 



 



2.if last partition will want to have all of remain room,it must have “grow”property follow with 



name. 



 



 











 



1.11. Read Capability 



 



 



It must enable DirectLBA to download gpt,otherwise popup error”Writing gpt did not support” 



 



1.12. Go Maskrom 



 



If you want device enter into maskrom at the state of loader,you can click “Go maskrom” 











 



1.13. Clear sn 



If you want to clear sn mac … in the idblock sector3,you can click “clear sn” 



 



2. Problems 



2.1. Download item not exist 



 



It show you uboot item is not exist。 
 











 



2.2. Loading firmware failed 



 



 Check whether firmware was open by other process 



 Checking format of firmware failed 



 Firmware was modified 



2.3. Check chip failed 



 Chip info in the firmware was different with device  



 Click”ReadChipInfo” to get chip info from device,chip info show at 



the red circle 



 



 Creating update.img need use chip parameter at the green circle 



 



2.4. Download Boot failed 



 Detect ddr hardware 











 



 Check loader if match with device 



2.5. Download image failed 



 Update tool and loader 



 Connect device with pc into back usb port 



 Detect flash hardware 



2.6. Check image failed 



 Confirm that partition size is enough in the parameter 



 Flash driver has some bug,erase flash and retry 



 Test ddr with tool 



2.7. GPT not support 



 



click“Read Capability” to confirm if function of DirectLBA is enabled 



3. Notice 



 Copy tool into dir including only ascii char under the non-chinese os 



 Tool must run under the administrator account 



 After updating Config.ini，it will be effect to restart tool . 
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1. 主要功能 



1.1. 导入分区配置 



 



每次随新工具发布的分区配置文件内容如上图，大部分情况下与项目的分区配置



存在一定程度差异，此时用户可以通过在分区配置区域空白处右击鼠标，选择“导



入配置”,加载之前保存的项目分区配置文件。如果想在工具启动时加载指定的



分区配置文件，可以通过修改 Config.ini 文件中 DEFAULT_IMAGE_CONFIG 项。











 



 



 



1.2. 导出分区配置 



 



用户完成分区配置后，可以将分区配置通过导出功能进行保存，在分区配置区域



空白处点击“导出配置”，输入保存的文件名和目录，如果替换掉工具目录下的



config.cfg文件，则可以在工具启动时加载当前保存的配置。 











 



1.3. 烧写一个或多个分区镜像 



 



步骤： 



 设备进入 Loader 或者 Maskrom 状态连接 PC,maskrom 状态下要勾



选”Loader”下载项 



 勾选烧录项，确认烧录项前面的地址正确，如果地址为零，可以通过选



择”Parameter”分区表进行分区信息加载 



 点击”执行” 



 



 



1.4. 切换 



当”发现一个 MSC设备”,“发现一个 ADB设备”,”发现一个 MTP设备”和”发



现一个 UVC设备”时，先执行“切换”进入 Loader或者 Maskrom模式。 



1.5. 设备分区表 



当烧录希望使用设备当前使用的分区表时,可以点击”设备分区表”此时会从设



备端读取分区表，解析并加载分区信息. 



 











 



1.6. 烧录 update.img 



 



注意： 



 烧录 update.img 只能在 loader和 maskrom 设备操作，其他设备要先切换 



 固件可以是 update.img 固件或者 loader 文件 



1.7. 擦除 Flash 



执行擦除 Flash功能会将 Flash的所有 Block都擦除一遍包括固件区域前面的系



统块。当系统反复升级都失败时，可以尝试先执行”擦除 Flash”再进行升级。 











 



1.8. 解包 update.img 



 



解包后的文件会保存在工具下的 output 目录中 



1.9. 下载 Boot 



下载 boot操作是执行 loader中的 ddr初始化并将 usbplug代码加载到 ddr运行.可以通过



下面两种方法进行: 



 



或者 双击”Loader”从下拉列表中选择”LoaderToDDR” 











 



 



1.10. 下载 gpt 



gpt 分区可以是 parameter 文件或者 partition_table.img 的格式文件,如果是 parameter 文件注意



两点， 



1. Parameter 文件中要带”TYPE:GPT”属性 



 



2.最后一个分区要使用 grow 属性,这样才会把存储的剩余空间都分配给这个分区. 



 











 



 



1.11. 读取设备扩展功能 



 



 



烧录 GPT,必须扩展功能中 DirectLBA 要 enable,否则工具会提示”当前设备不支持 GPT” 



 











 



1.12. 进入 Maskrom 



 



当设备在 Loader 状态可以通过这个功能，让设备切换到 Maskrom 状态 



1.13. 清空序列号 



通过统一动态库工具写入的序列号，可以通过此功能清除 











 



 



2. 常见问题 



2.1. 下载项不存在 



 



如上图所示，表示 kernel 分区的下载项不存在。 
 











 



2.2. 加载固件失败 



 



 固件是否被其他程序占用 



 固件格式不正确 



 固件损坏 



2.3. 校验芯片失败 



 说明 loader或固件与设备不匹配 



 使用”读取 chip 信息”功能,确认芯片标志 



 
 固件打包或者 loader 打包时芯片标志要设置的同 Image Chip Flag 显示的



一致 



 



2.4. 下载 Boot 失败 



 检查 DDR是否没有焊接好 



 检查 loader是否与设备匹配 











 



2.5. 下载固件或者分区镜像失败 



 更新 Rockusb驱动或者烧录工具 



 更换带屏蔽的 usb 连接线,连接 pc后置端口 



 检测 flash是否虚焊、损坏或者不支持 



2.6. 校验固件或者分区镜像失败 



 确认 parameter 文件内各分区的大小是否可以存下对应的镜像文件 



 Flash 软件映射出现问题，可以先执行擦除 flash再试 



 检测 DDR器件的稳定性 



2.7. 不支持写 GPT 



 
通过“Read Capability”功能确认下当前设备是不是 DirectLBA 功能不支持，



写 GPT需要 DirectLBA 功能开启。 



3. 注意事项 



 在非中文操作系统中使用时，请确保工具所在路径上只存在英文. 



 在 win7 和 vista 系统下，需要右击程序以管理员权限运行 



 修改配置文件 Config.ini 后，需要重启工具才能生效. 
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#选择工具语言:Selected=1(中文);Selected=2(英文)
[Language]
Kinds=2
Selected=2
LangPath=Language\

Lang1File=Chinese.ini
Lang1FontName=宋体
Lang1FontSize=9

Lang2File=English.ini
Lang2FontName=Arial
Lang2FontSize=9

[System]
#自定义Msc VID和PID,值十六进制,例:MSC_VID=0x0BB4,MSC_PID=0x0C01
MSC_VID=
MSC_PID=
ADB_VID=
ADB_PID=
MTP_VID=
MTP_PID=
UVC_VID=
UVC_PID=

#指定是否支持全速usb设备,当SUPPORTLOWUSB=TRUE时,增加全速usb设备支持,默认只支持高速usb设备
SUPPORTLOWUSB=true

MSC_TIMEOUT=30
ROCKUSB_TIMEOUT=30
#指定启动时加载的镜像配置文件,默认为config.cfg
DEFAULT_IMAGE_CONFIG=config.cfg
#下载Image镜像后是否进行设备重启
RESET_AFTER_DOWNLOAD=TRUE
#当设置FW_NOT_CHECK=TRUE时,固件加载时不进行完整性校验
FW_NOT_CHECK=
#当设置RB_CHECK_OFF=TRUE时,固件升级时不进行回读校验
RB_CHECK_OFF=TRUE






AndroidTool_Release_v2.69/Language/Chinese.ini

[DIALOG_102]
BUTTON_1006=执行
BUTTON_1007=切换
BUTTON_1008=加载分区表
BUTTON_1052=设备分区表
BUTTON_1009=清空
BUTTON_1011=固件
BUTTON_1012=切换
BUTTON_1013=升级
BUTTON_1018=擦除Flash
BUTTON_1020=Demo
BUTTON_1026=...
BUTTON_1027=下载
BUTTON_1028=读取FlashID
BUTTON_1029=读取Flash信息
BUTTON_1030=读取IDB
BUTTON_1031=重启设备
BUTTON_1032=测试设备
BUTTON_1033=导出镜像
BUTTON_1034=导出IDB
BUTTON_1037=...
BUTTON_1038=解包
BUTTON_1044=LBA
BUTTON_1045=读取Chip信息
BUTTON_1048=...
BUTTON_1049=执行
BUTTON_1050=进入Maskrom
BUTTON_1051=读取Capability
BUTTON_1053=清空序列号
BUTTON_1054=擦除扇区
DIALOG_TITLE=瑞芯微开发工具
LABEL_1004=
LABEL_1010=Loader:
LABEL_1021=固件版本:
LABEL_1022=Loader版本:
LABEL_1023=芯片信息:
LABEL_1024=固件:
LABEL_1040=Boot:
LABEL_1041=固件:
LABEL_1042=起始扇区:
LABEL_1043=扇区数:
LABEL_1046=脚本:
TABCTRL_1000_Tab_0=下载镜像
TABCTRL_1000_Tab_1=升级固件
TABCTRL_1000_Tab_2=高级功能

[Prompt]
IDM_ADD=添加项
IDM_DEL=删除项
IDM_CLEAR=清空所有项
IDM_MOVEUP=上移
IDM_MOVEDOWN=下移
IDM_LOAD_CONFIG=导入配置
IDM_EXPORT_CONFIG=导出配置

IDG_ADDRESS=地址
IDG_NAME=名字
IDG_PATH=路径

IDS_FOUNDONEDEVICE=发现一个%s设备
IDS_FOUNDMANYDEVICE=发现多个设备
IDS_FOUNDNODEVICE=没有发现设备

ERROR_EXPORT_FAIL=导出配置失败!
ERROR_EXPORT_OK=导出配置成功.
ERROR_IMPORT_FAIL=导入配置失败!
ERROR_IMPORT_OK=导入配置成功.

ERROR_ACTION_RUNNING=正在执行操作,是否停止执行?
ERROR_INITIALIZE=程序初始化失败!
ERROR_NO_DEVICE=没有发现设备,停止执行!
ERROR_MANY_DEVICE=发现多台设备,停止执行!
ERROR_GET_DEVICE=获取设备失败,停止执行!
ERROR_MATCH_DEVICE_TYPE=设备类型不匹配,停止执行!
ERROR_CHECK_DOWNLOAD_ITEM=%s下载项不存在,停止执行!
ERROR_NO_DOWNLOAD_ITEM=没有勾选下载项,停止执行!

ERROR_CREATE_IMAGE=创建IMAGE对象失败,停止执行!
ERROR_CREATE_COMM=创建COMM对象失败,停止执行!
ERROR_CREATE_DEVICE=创建DEVICE对象失败,停止执行!
ERROR_CREATE_SCAN=创建SCAN对象失败,停止执行!
ERROR_CREATE_STEP=创建STEP对象失败,停止执行!
ERROR_CREATE_UPGRADE=创建UPGRADE对象失败,停止执行!
ERROR_UPGRADE_SETOBJECT=设置UPGRADE对象失败,停止执行!
ERROR_BOOT_BEFORE_LBA=写LBA前必须完成下载Boot!

INFO_USER_STOP=用户停止操作
INFO_WRITE_PARAM_PROGRESS=正在下载Parameter...(%d%%)
INFO_CHECK_PARAM_PROGRESS=正在校验Parameter...(%d%%)
INFO_WRITE_IMAGE_PROGRESS=正在下载 %s...(%d%%)
INFO_CHECK_IMAGE_PROGRESS=正在校验 %s...(%d%%)
INFO_WRITE_GPT_PROGRESS=正在下载Gpt...(%d%%)
INFO_CHECK_GPT_PROGRESS=正在校验Gpt...(%d%%)

INFO_DOWNLOAD_IMAGE_START=开始下载%s...
INFO_DOWNLOAD_IMAGE_OK=下载完成
ERROR_DOWNLOAD_IMAGE=下载失败
ERROR_GET_PARAMETER=读取设备参数失败
ERROR_PARSE_PARAMETER=解析parameter失败
ERROR_PARSE_GPT=解析GPT失败
ERROR_NOT_SUPPORT_WRITEGPT=不支持写GPT
ERROR_READ_FLASHINFO=读取Flash信息失败
ERROR_NO_FOUND_PARTITION_OFFSET=没有找到%s分区偏移
ERROR_PARTSIZE_UNKNOWN=%s分区大小未知,请先从文件或者设备读取分区表

INFO_UNPACK_UNION_START=开始解包统一固件...
INFO_UNPACK_UNION_OK=解包统一固件成功
ERROR_UNPACK_UNION_FAIL=解包统一固件失败
INFO_UNPACK_ANDROID_START=开始解包Android固件...
INFO_UNPACK_ANDROID_OK=解包Android固件成功,保存在工具Output目录中.
ERROR_UNPACK_ANDROID_FAIL=解包Android固件失败


ERROR_LOAD_FW=加载固件失败!
ERROR_NO_FIRMWARE=固件未加载!
ERROR_UNPACK_TOOL=解包工具不存在!
ERROR_CHECK_FW_PARTITION_SIZE=%s分区不够存放镜像!
ERROR_PARSE_SCRIPT=解析脚本出错!


IDS_TESTDEVICEPROGRESSINFO=正在测试设备(%d%%)...
IDS_LOWERFORMATPROGRESSINFO=正在低格设备(%d%%)...
IDS_DOWNLOADIMAGEPROGRESSINFO=正在下载固件(%d%%)...
IDS_CHECKIMAGEPROGRESSINFO=正在校验固件(%d%%)...
IDS_TAGBADBLOCKPROGRESSINFO=正在标记坏块(%d%%)...
IDS_TESTBLOCKPROGRESSINFO=正在测试块(%d%%)...
IDS_ERASEFLASHPROGRESSINFO=正在擦除Flash(%d%%)...
IDS_ERASESYSTEMPROGRESSINFO=正在擦除系统区(%d%%)...
IDS_ERASEUSERDATAPROGRESSINFO=正在擦除用户数据区(%d%%)...

IDS_DOWNLOADBOOT_START=下载Boot开始
IDS_DOWNLOADBOOT_FAIL=下载Boot失败
IDS_DOWNLOADBOOT_PASS=下载Boot成功
IDS_DOWNLOADIDBLOCK_START=下载IDB开始
IDS_DOWNLOADIDBLOCK_FAIL=下载IDB失败
IDS_DOWNLOADIDBLOCK_PASS=下载IDB成功
IDS_DOWNLOADIMAGE_START=下载固件开始
IDS_DOWNLOADIMAGE_FAIL=下载固件失败
IDS_DOWNLOADIMAGE_PASS=下载固件成功
IDS_TESTDEVICE_START=测试设备开始
IDS_TESTDEVICE_FAIL=测试设备失败
IDS_TESTDEVICE_PASS=测试设备成功
IDS_LOWERFORMATDEVICE_START=低格设备开始
IDS_LOWERFORMATDEVICE_FAIL=低格设备失败
IDS_LOWERFORMATDEVICE_PASS=低格设备成功
IDS_RESETDEVICE_START=重启设备开始
IDS_RESETDEVICE_FAIL=重启设备失败
IDS_RESETDEVICE_PASS=重启设备成功
IDS_SETRESETFLAG_START=重启设备到MSC开始
IDS_SETRESETFLAG_FAIL=重启设备到MSC失败
IDS_SETRESETFLAG_PASS=重启设备到MSC成功
IDS_FORMATDISK_START=格式化磁盘开始
IDS_FORMATDISK_FAIL=格式化磁盘失败
IDS_FORMATDISK_PASS=格式化磁盘成功
IDS_COPYDATA_START=拷贝数据开始
IDS_COPYDATA_FAIL=拷贝数据失败
IDS_COPYDATA_PASS=拷贝数据成功
IDS_WAITMSC_START=等待MSC开始
IDS_WAITMSC_FAIL=等待MSC失败
IDS_WAITMSC_PASS=等待MSC成功
IDS_WAITLOADER_START=等待Loader开始
IDS_WAITLOADER_FAIL=等待Loader失败
IDS_WAITLOADER_PASS=等待Loader成功
IDS_WAITMASKROM_START=等待Maskrom开始
IDS_WAITMASKROM_FAIL=等待Maskrom失败
IDS_WAITMASKROM_PASS=等待Maskrom成功
IDS_ERASEIDB_START=擦除IDB开始
IDS_ERASEIDB_FAIL=擦除IDB失败
IDS_ERASEIDB_PASS=擦除IDB成功
IDS_SWITCHROCKUSB_START=切换Rockusb开始
IDS_SWITCHROCKUSB_FAIL=切换Rockusb失败
IDS_SWITCHROCKUSB_PASS=切换Rockusb成功
IDS_RESETMSC_START=重启MSC开始
IDS_RESETMSC_FAIL=重启MSC失败
IDS_RESETMSC_PASS=重启MSC成功
IDS_SHOWUSERDISK_START=显示用户盘开始
IDS_SHOWUSERDISK_FAIL=显示用户盘失败
IDS_SHOWUSERDISK_PASS=显示用户盘成功
IDS_CHECKCHIP_START=校验芯片开始
IDS_CHECKCHIP_FAIL=校验芯片失败
IDS_CHECKCHIP_PASS=校验芯片成功
IDS_GETFLASHINFO_START=获取FlashInfo开始
IDS_GETFLASHINFO_FAIL=获取FlashInfo失败
IDS_GETFLASHINFO_PASS=获取FlashInfo成功
IDS_GETCAPABILITY_START=获取Capability开始
IDS_GETCAPABILITY_FAIL=获取Capability失败
IDS_GETCAPABILITY_PASS=获取Capability成功
IDS_GETCHIPINFO_START=获取ChipInfo开始
IDS_GETCHIPINFO_FAIL=获取ChipInfo失败
IDS_GETCHIPINFO_PASS=获取ChipInfo成功
IDS_PREPAREIDB_START=准备IDB开始
IDS_PREPAREIDB_FAIL=准备IDB失败
IDS_PREPAREIDB_PASS=准备IDB成功
IDS_MUTEXRESETDEVICE_START=互斥重启设备开始
IDS_MUTEXRESETDEVICE_FAIL=互斥重启设备失败
IDS_MUTEXRESETDEVICE_PASS=互斥重启设备成功
IDS_ERASEALLBLOCKS_START=擦除Flash开始
IDS_ERASEALLBLOCKS_FAIL=擦除Flash失败
IDS_ERASEALLBLOCKS_PASS=擦除Flash成功
IDS_GETBLOCKSTATE_START=获取块状态开始
IDS_GETBLOCKSTATE_FAIL=获取块状态失败
IDS_GETBLOCKSTATE_PASS=获取块状态成功
IDS_FINDUSERDISK_START=查找用户盘开始
IDS_FINDUSERDISK_FAIL=查找用户盘失败
IDS_FINDUSERDISK_PASS=查找用户盘成功
IDS_READFLASHID_START=获取FlashID开始
IDS_READFLASHID_FAIL=获取FlashID失败
IDS_READFLASHID_PASS=获取FlashID成功
IDS_READIDB_START=读取IDB开始
IDS_READIDB_FAIL=读取IDB失败
IDS_EXPORTIDB_START=导出IDB开始
IDS_EXPORTIDB_FAIL=导出IDB失败
IDS_EXPORTIDB_PASS=导出IDB成功,导出到程序的Output目录下
IDS_EXPORTIMAGE_START=导出Image开始
IDS_EXPORTIMAGE_FAIL=导出Image失败
IDS_EXPORTIMAGE_PASS=导出Image成功,导出到程序的Output目录下
IDS_READPARTTABLE_FAIL=读分区表失败
IDS_READPARTTABLE_PASS=读分区表成功
IDS_CLEARSN_START=清空序列号开始
IDS_CLEARSN_FAIL=清空序列号失败
IDS_CLEARSN_PASS=清空序列号成功
IDS_LOADPARTTABLE_FAIL=加载分区表失败
IDS_LOADPARTTABLE_PASS=加载分区表成功
IDS_ERASELBA_START=擦除扇区开始,起始(0x%x),数量(0x%x)
IDS_ERASELBA_FAIL=擦除扇区失败
IDS_ERASELBA_PASS=擦除扇区成功
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[DIALOG_102]
BUTTON_1006=Run
BUTTON_1007=Switch
BUTTON_1008=Load Partition
BUTTON_1052=Dev  Partition
BUTTON_1009=Clear
BUTTON_1011=Firmware
BUTTON_1012=Switch
BUTTON_1013=Upgrade
BUTTON_1018=EraseFlash
BUTTON_1020=Demo
BUTTON_1026=...
BUTTON_1027=Download
BUTTON_1028=ReadFlashID
BUTTON_1029=ReadFlashInfo
BUTTON_1030=ReadIDB
BUTTON_1031=ResetDevice
BUTTON_1032=TestDevice
BUTTON_1033=ExportImage
BUTTON_1034=ExportIDB
BUTTON_1037=...
BUTTON_1038=Unpack
BUTTON_1044=LBA
BUTTON_1045=ReadChipInfo
BUTTON_1048=...
BUTTON_1049=Run
BUTTON_1050=Go Maskrom
BUTTON_1051=ReadCapability
BUTTON_1053=ClearSn
BUTTON_1054=EraseLBA
DIALOG_TITLE=RKDevTool
LABEL_1004=
LABEL_1010=Loader:
LABEL_1021=Fw Ver:
LABEL_1022=Loader Ver:
LABEL_1023=Chip Info:
LABEL_1024=Firmware:
LABEL_1040=Boot:
LABEL_1041=Firmware:
LABEL_1042=Start:
LABEL_1043=Count:
LABEL_1046=Script:
TABCTRL_1000_Tab_0=Download Image
TABCTRL_1000_Tab_1=Upgrade Firmware
TABCTRL_1000_Tab_2=Advanced Function

[Prompt]
IDM_ADD=Add Item
IDM_DEL=Del Item
IDM_CLEAR=Clear Items
IDM_MOVEUP=Move Up
IDM_MOVEDOWN=Move Down
IDM_LOAD_CONFIG=Load Config
IDM_EXPORT_CONFIG=Export Config

IDG_ADDRESS=Address
IDG_NAME=Name
IDG_PATH=Path

IDS_FOUNDONEDEVICE=Found One %s Device
IDS_FOUNDMANYDEVICE=Found Many Devices
IDS_FOUNDNODEVICE=No Devices Found

ERROR_EXPORT_FAIL=Exporting config failed!
ERROR_EXPORT_OK=Exporting config OK.
ERROR_IMPORT_FAIL=Importing config failed!
ERROR_IMPORT_OK=Importing config OK.

ERROR_ACTION_RUNNING=It's running now.Do you want to stop?
ERROR_INITIALIZE=Initialization of program failed!
ERROR_NO_DEVICE=No found any devices,stop running!
ERROR_MANY_DEVICE=Found many devices,stop running!
ERROR_GET_DEVICE=Getting device failed,stop running!
ERROR_MATCH_DEVICE_TYPE=Match device type failed,stop running!
ERROR_CHECK_DOWNLOAD_ITEM=Checking download item failed,stop running!
ERROR_CHECK_DOWNLOAD_ITEM=%s is not existed,stop running!
ERROR_NO_DOWNLOAD_ITEM=No item to download,stop running!

ERROR_CREATE_IMAGE=Creating image object failed,stop running!
ERROR_CREATE_COMM=Creating comm object failed,stop running!
ERROR_CREATE_DEVICE=Creating device object failed,stop running!
ERROR_CREATE_SCAN=Creating scan object failed,stop running!
ERROR_CREATE_STEP=Creating step object failed,stop running!
ERROR_CREATE_UPGRADE=Creating upgrade object failed,stop running!
ERROR_UPGRADE_SETOBJECT=Setting upgrade object failed,stop running!
ERROR_PARSE_SCRIPT=Parsing script failed!
ERROR_BOOT_BEFORE_LBA=Download boot has been done before writing!

INFO_USER_STOP=User Cancel
INFO_WRITE_PARAM_PROGRESS=Download Parameter...(%d%%)
INFO_CHECK_PARAM_PROGRESS=Check Parameter...(%d%%)
INFO_WRITE_IMAGE_PROGRESS=Download %s...(%d%%)
INFO_CHECK_IMAGE_PROGRESS=Check %s...(%d%%)
INFO_WRITE_GPT_PROGRESS=Download Gpt...(%d%%)
INFO_CHECK_GPT_PROGRESS=Check Gpt...(%d%%)

INFO_DOWNLOAD_IMAGE_START=Start to download %s...
INFO_DOWNLOAD_IMAGE_OK=Download image OK
ERROR_DOWNLOAD_IMAGE=Download image failed
ERROR_GET_PARAMETER=Getting parameter from device failed
ERROR_PARSE_PARAMETER=Parsing parameter failed
ERROR_PARSE_GPT=Parsing gpt failed
ERROR_NOT_SUPPORT_WRITEGPT=Writing gpt did not support
ERROR_READ_FLASHINFO=Getting flashinfo from device failed
ERROR_NO_FOUND_PARTITION_OFFSET=No found offset of %s partition
ERROR_PARTSIZE_UNKNOWN=Partsize of %s is unknown,please read partition from file or device before 

INFO_UNPACK_UNION_START=Start to unpack union firmware...
INFO_UNPACK_UNION_OK=Unpack union firmware ok
ERROR_UNPACK_UNION_FAIL=Unpack union firmware failed
INFO_UNPACK_ANDROID_START=Start to unpack android firmware...
INFO_UNPACK_ANDROID_OK=Unpack android firmware ok,store in the output dir of tool 
ERROR_UNPACK_ANDROID_FAIL=Unpack android firmware failed

ERROR_LOAD_FW=Loading firmware failed!
ERROR_NO_FIRMWARE=Firmware is not loaded!
ERROR_UNPACK_TOOL=Unpacking tool is not existed!
ERROR_CHECK_FW_PARTITION_SIZE=%s partition is not enough to save image!

IDS_TESTDEVICEPROGRESSINFO=Test Device(%d%%)...
IDS_LOWERFORMATPROGRESSINFO=Lowerformat Device(%d%%)...
IDS_DOWNLOADIMAGEPROGRESSINFO=Download Firmware(%d%%)...
IDS_CHECKIMAGEPROGRESSINFO=Check Firmware(%d%%)...
IDS_TAGBADBLOCKPROGRESSINFO=Tag Bad Block(%d%%)...
IDS_TESTBLOCKPROGRESSINFO=Test Block(%d%%)...
IDS_ERASEFLASHPROGRESSINFO=Erase Flash(%d%%)...
IDS_ERASESYSTEMPROGRESSINFO=Erase System(%d%%)...
IDS_ERASEUSERDATAPROGRESSINFO=Erase Userdata(%d%%)...

IDS_DOWNLOADBOOT_START=Download Boot Start
IDS_DOWNLOADBOOT_FAIL=Download Boot Fail
IDS_DOWNLOADBOOT_PASS=Download Boot Success
IDS_DOWNLOADIDBLOCK_START=Download IDB Start
IDS_DOWNLOADIDBLOCK_FAIL=Download IDB Fail
IDS_DOWNLOADIDBLOCK_PASS=Download IDB Success
IDS_DOWNLOADIMAGE_START=Download Firmware Start
IDS_DOWNLOADIMAGE_FAIL=Download Firmware Fail
IDS_DOWNLOADIMAGE_PASS=Download Firmware Success
IDS_TESTDEVICE_START=Test Device Start
IDS_TESTDEVICE_FAIL=Test Device Fail
IDS_TESTDEVICE_PASS=Test Device Success
IDS_LOWERFORMATDEVICE_START=Lowerformat Device Start
IDS_LOWERFORMATDEVICE_FAIL=Lowerformat Device Fail
IDS_LOWERFORMATDEVICE_PASS=Lowerformat Device Success
IDS_RESETDEVICE_START=Reset Device Start
IDS_RESETDEVICE_FAIL=Reset Device Fail
IDS_RESETDEVICE_PASS=Reset Device Success
IDS_SETRESETFLAG_START=Reset Device To Msc Start
IDS_SETRESETFLAG_FAIL=Reset Device To Msc Fail
IDS_SETRESETFLAG_PASS=Reset Device To Msc Success
IDS_FORMATDISK_START=Format Disk Start
IDS_FORMATDISK_FAIL=Format Disk Fail
IDS_FORMATDISK_PASS=Format Disk Success
IDS_COPYDATA_START=Copy Data Start
IDS_COPYDATA_FAIL=Copy Data Fail
IDS_COPYDATA_PASS=Copy Data Success
IDS_WAITMSC_START=Wait For MSC Start
IDS_WAITMSC_FAIL=Wait For MSC Fail
IDS_WAITMSC_PASS=Wait For MSC Success
IDS_WAITLOADER_START=Wait For Loader Start
IDS_WAITLOADER_FAIL=Wait For Loader Fail
IDS_WAITLOADER_PASS=Wait For Loader Success
IDS_WAITMASKROM_START=Wait For Maskrom Start
IDS_WAITMASKROM_FAIL=Wait For Maskrom Fail
IDS_WAITMASKROM_PASS=Wait For Maskrom Success
IDS_ERASEIDB_START=Erase IDB Start
IDS_ERASEIDB_FAIL=Erase IDB Fail
IDS_ERASEIDB_PASS=Erase IDB Success
IDS_SWITCHROCKUSB_START=Switch Rockusb Start
IDS_SWITCHROCKUSB_FAIL=Switch Rockusb Fail
IDS_SWITCHROCKUSB_PASS=Switch Rockusb Success
IDS_RESETMSC_START=Reset MSC Start
IDS_RESETMSC_FAIL=Reset MSC Fail
IDS_RESETMSC_PASS=Reset MSC Success
IDS_SHOWUSERDISK_START=Show User Disk Start
IDS_SHOWUSERDISK_FAIL=Show User Disk Fail
IDS_SHOWUSERDISK_PASS=Show User Disk Success
IDS_CHECKCHIP_START=Check Chip Start
IDS_CHECKCHIP_FAIL=Check Chip Fail
IDS_CHECKCHIP_PASS= Check Chip Success
IDS_GETFLASHINFO_START=Get FlashInfo Start
IDS_GETFLASHINFO_FAIL=Get FlashInfo Fail
IDS_GETFLASHINFO_PASS=Get FlashInfo Success
IDS_GETCAPABILITY_START=Get Capability Start
IDS_GETCAPABILITY_FAIL=Get Capability Fail
IDS_GETCAPABILITY_PASS=Get Capability Success
IDS_GETCHIPINFO_START=Get ChipInfo Start
IDS_GETCHIPINFO_FAIL=Get ChipInfo Fail
IDS_GETCHIPINFO_PASS=Get ChipInfo Success
IDS_PREPAREIDB_START=Prepare IDB Start
IDS_PREPAREIDB_FAIL=Prepare IDB Fail
IDS_PREPAREIDB_PASS=Prepare IDB Success
IDS_MUTEXRESETDEVICE_START=Mutex Reset Device Start
IDS_MUTEXRESETDEVICE_FAIL=Mutex Reset Device Fail
IDS_MUTEXRESETDEVICE_PASS=Mutex Reset Device Success
IDS_ERASEALLBLOCKS_START=Erase Flash Start
IDS_ERASEALLBLOCKS_FAIL=Erase Flash Fail
IDS_ERASEALLBLOCKS_PASS=Erase Flash Success
IDS_GETBLOCKSTATE_START=Get Block State Start
IDS_GETBLOCKSTATE_FAIL=Get Block State Fail
IDS_GETBLOCKSTATE_PASS=Get Block State Success
IDS_FINDUSERDISK_START=Find User Disk Start
IDS_FINDUSERDISK_FAIL=Find User Disk Fail
IDS_FINDUSERDISK_PASS=Find User Disk Pass
IDS_READFLASHID_START=Get FlashID Start
IDS_READFLASHID_FAIL=Get FlashID Fail
IDS_READFLASHID_PASS=Get FlashID Success
IDS_READIDB_START=Read IDB Start
IDS_READIDB_FAIL=Read IDB fail
IDS_EXPORTIDB_START=Export IDB Start
IDS_EXPORTIDB_FAIL=Export IDB Fail
IDS_EXPORTIDB_PASS=Export IDB Success,Export to output dir in the program dir
IDS_EXPORTIMAGE_START=Export Image Start
IDS_EXPORTIMAGE_FAIL=Export Image Fail
IDS_EXPORTIMAGE_PASS=Export Image Success,Export to output dir in the program dir
IDS_READPARTTABLE_FAIL=Failed to read partition table
IDS_READPARTTABLE_PASS=Reading partition table success
IDS_CLEARSN_START=Start to clear sn
IDS_CLEARSN_FAIL=Failed to clear sn
IDS_CLEARSN_PASS=Clearing sn success
IDS_LOADPARTTABLE_FAIL=Failed to load partition table
IDS_LOADPARTTABLE_PASS=loading partition table success
IDS_ERASELBA_START=Start to erase sectors,start(0x%x),count(0x%x)
IDS_ERASELBA_FAIL=Failed to erase sectors
IDS_ERASELBA_PASS=Erasing sectors success






AndroidTool_Release_v2.69/Log/Log2019-10-15.txt

16:36:11 683	瑞芯微开发工具 v2.6.9.0 start run
16:37:57 581	瑞芯微开发工具 v2.6.9.0 start run
16:38:13 329	LoadConfig-->PathFileExists Chinese.ini failed







ar3060_1015.img


DriverAssitant_v4.8.zip


DriverAssitant_v4.8/ADBDriver/amd64/NOTICE.txt

The .dll files here are distributed by Microsoft Corporation as part of the
Windows Driver Kit (available at
http://www.microsoft.com/whdc/resources/downloads.mspx) and included here as
permitted by the Microsoft Software License Terms.






DriverAssitant_v4.8/ADBDriver/amd64/WdfCoInstaller01009.dll





DriverAssitant_v4.8/ADBDriver/amd64/winusbcoinstaller2.dll





DriverAssitant_v4.8/ADBDriver/amd64/WUDFUpdate_01009.dll





DriverAssitant_v4.8/ADBDriver/androidwinusb86.cat





DriverAssitant_v4.8/ADBDriver/androidwinusba64.cat





DriverAssitant_v4.8/ADBDriver/android_winusb.inf

;
; Android WinUsb driver installation.
;
[Version]
Signature           = "$Windows NT$"
Class               = AndroidUsbDeviceClass
ClassGuid           = {3F966BD9-FA04-4ec5-991C-D326973B5128}
Provider            = %ProviderName%
DriverVer           = 08/28/2014,11.0.0000.00000
CatalogFile.NTx86   = androidwinusb86.cat
CatalogFile.NTamd64 = androidwinusba64.cat

[ClassInstall32]
Addreg = AndroidWinUsbClassReg

[AndroidWinUsbClassReg]
HKR,,,0,%ClassName%
HKR,,Icon,,-1


[Manufacturer]
%ProviderName% = Rockchip, NTx86, NTamd64


[Rockchip.NTx86]
;rockchip
%SingleAdbInterface%        = USB_Install, USB\VID_2207&PID_0006
%CompositeAdbInterface%     = USB_Install, USB\VID_2207&PID_0010&MI_01
%CompositeAdbInterface%     = USB_Install, USB\VID_2207&PID_0011&MI_01
%CompositeAdbInterface%     = USB_Install, USB\VID_2207&PID_0012&MI_01
%CompositeAdbInterface%     = USB_Install, USB\VID_2207&PID_0013&MI_01
%CompositeAdbInterface%     = USB_Install, USB\VID_2207&PID_0014&MI_01
%CompositeAdbInterface%     = USB_Install, USB\VID_2207&PID_0015&MI_01

[Rockchip.NTamd64]
%SingleAdbInterface%        = USB_Install, USB\VID_2207&PID_0006
%CompositeAdbInterface%     = USB_Install, USB\VID_2207&PID_0010&MI_01
%CompositeAdbInterface%     = USB_Install, USB\VID_2207&PID_0011&MI_01
%CompositeAdbInterface%     = USB_Install, USB\VID_2207&PID_0012&MI_01
%CompositeAdbInterface%     = USB_Install, USB\VID_2207&PID_0013&MI_01
%CompositeAdbInterface%     = USB_Install, USB\VID_2207&PID_0014&MI_01
%CompositeAdbInterface%     = USB_Install, USB\VID_2207&PID_0015&MI_01



[USB_Install]
Include = winusb.inf
Needs   = WINUSB.NT

[USB_Install.Services]
Include     = winusb.inf
AddService  = WinUSB,0x00000002,WinUSB_ServiceInstall

[WinUSB_ServiceInstall]
DisplayName     = %WinUSB_SvcDesc%
ServiceType     = 1
StartType       = 3
ErrorControl    = 1
ServiceBinary   = %12%\WinUSB.sys

[USB_Install.Wdf]
KmdfService = WINUSB, WinUSB_Install

[WinUSB_Install]
KmdfLibraryVersion  = 1.9

[USB_Install.HW]
AddReg  = Dev_AddReg

[Dev_AddReg]
HKR,,DeviceInterfaceGUIDs,0x10000,"{F72FE0D4-CBCB-407d-8814-9ED673D0DD6B}"

[USB_Install.CoInstallers]
AddReg    = CoInstallers_AddReg
CopyFiles = CoInstallers_CopyFiles

[CoInstallers_AddReg]
HKR,,CoInstallers32,0x00010000,"WdfCoInstaller01009.dll,WdfCoInstaller","WinUSBCoInstaller2.dll"

[CoInstallers_CopyFiles]
WinUSBCoInstaller2.dll
WdfCoInstaller01009.dll

[DestinationDirs]
CoInstallers_CopyFiles=11

[SourceDisksNames]
1 = %DISK_NAME%,,,\i386
2 = %DISK_NAME%,,,\amd64

[SourceDisksFiles.x86]
WinUSBCoInstaller2.dll  = 1
WdfCoInstaller01009.dll = 1

[SourceDisksFiles.amd64]
WinUSBCoInstaller2.dll  = 2
WdfCoInstaller01009.dll = 2

[Strings]
ProviderName                = "Rockchip, Inc."
SingleAdbInterface          = "Android ADB Interface"
CompositeAdbInterface       = "Android Composite ADB Interface"
SingleBootLoaderInterface   = "Android Bootloader Interface"
WinUSB_SvcDesc              = "Android USB Driver"
DISK_NAME                   = "Android WinUsb installation disk"
ClassName                   = "Android Device"







DriverAssitant_v4.8/ADBDriver/i386/NOTICE.txt

The .dll files here are distributed by Microsoft Corporation as part of the
Windows Driver Kit (available at
http://www.microsoft.com/whdc/resources/downloads.mspx) and included here as
permitted by the Microsoft Software License Terms.






DriverAssitant_v4.8/ADBDriver/i386/WdfCoInstaller01009.dll





DriverAssitant_v4.8/ADBDriver/i386/winusbcoinstaller2.dll





DriverAssitant_v4.8/ADBDriver/i386/WUDFUpdate_01009.dll





DriverAssitant_v4.8/bin/x64/DIFxAPI.dll





DriverAssitant_v4.8/bin/x64/RKDrvPreinst_x64.exe





DriverAssitant_v4.8/bin/x86/DIFxAPI.dll





DriverAssitant_v4.8/bin/x86/RKDrvPreinst_x86.exe





DriverAssitant_v4.8/config.ini

[System]
#自定义VendorID和ProductID,值十六进制表示,例:CUSTOM_VID=0x0BB4,CUSTOM_PID=0x0C01
CUSTOM_VID=
CUSTOM_PID=
ADVANCED_OPTION=






DriverAssitant_v4.8/DriverInstall.exe





DriverAssitant_v4.8/Driver/x64/win10/rockusb.cat





DriverAssitant_v4.8/Driver/x64/win10/rockusb.inf

; Installation inf for the Rockusb Device
;
; Copyright By FuZhou Rockchip
;
; 
;--------- Version Section ---------------------------------------------------

[Version]
Signature="$CHICAGO$"
Class=Rockusb Device
ClassGUID={79DFC2A8-2574-493C-AE71-52958E41DD00}
Provider=%Provider%
DriverVer = 12/19/2018,4.80.0000.0
CatalogFile=rockusb.cat

[ControlFlags]
; Pnp drivers should not be installable via non-PnP hardware dialogs
ExcludeFromSelect = *

;--------- ClassInstall/ClassInstall32 Section -------------------------------

; Not necessary if using a standard class

; 9X Style
[ClassInstall]
AddReg=RockusbClassReg

; NT Style
[ClassInstall32]
AddReg=RockusbClassReg

[RockusbClassReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,,,%REG_SZ%,%DeviceClassName%
HKR,,Icon,,"1"
HKR,,DeviceCharacteristics,0x10001,0x100       ; FILE_DEVICE_SECURE_OPEN
HKR,,Security,,"D:P(A;;GRGWGX;;;WD)(A;;GA;;;SY)(A;;GA;;;BA)"        ; generic all access - everybody

;--------- DestinationDirs Section -------------------------------------------

[DestinationDirs]
DefaultDestDir = 10
Rockusb_Files_Driver = 12


;--------- SourceDiskNames and SourceDiskFiles Section -----------------------
; These sections identify source disks and files for installation.

[SourceDisksNames]
1 = %DiskId1%,,,""

[SourceDisksFiles]
rockusb.sys  = 1,,


;--------- Manufacturer and Models Sections ----------------------------------

[Manufacturer]
%MfgName% = Rockchip,NTx86,NTamd64

; DisplayName               Section           DeviceId
[Rockchip.NTx86]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226
[Rockchip.NTamd64]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226

;---------- DDInstall Sections -----------------------------------------------
; --------- Windows 98 -----------------

; Experimentation has shown that DDInstall root names greater than 19 characters
; cause problems in Windows 98

[Rockusb_DDI]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_9X_AddReg

[Rockusb_9X_AddReg]
HKR,,DevLoader,,*ntkern
HKR,,NTMPDriver,,rockusb.sys
HKR,,Description,,%Rockusb_DeviceDesc%

; --------- Windows NT -----------------

[Rockusb_DDI.NT]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_NT_AddReg

[Rockusb_DDI.NT.Services]
AddService = Rockusb, %FLG_ADDREG_NOCLOBBER%, Rockusb_Service

; --------- Registry ----------------------

[Rockusb_NT_AddReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,rockchip,Key0,%REG_DWORD%,0

; --------- Service ----------------------

[Rockusb_Service]
DisplayName    = %Rockusb_SvcDesc%
ServiceType    = %SERVICE_KERNEL_DRIVER%
StartType      = %SERVICE_DEMAND_START%
ErrorControl   = %SERVICE_ERROR_NORMAL%
ServiceBinary  = %12%\rockusb.sys
LoadOrderGroup = Extended Base

; --------- Files ----------------------

[Rockusb_Files_Driver]
rockusb.sys,,,2

;--------- Strings Section ---------------------------------------------------

[Strings]
Provider = "Fuzhou Rockchip"
MfgName = "Fuzhou Rockchip"
Rockusb_DeviceDesc = "Rockusb Device"
DeviceClassName="Class for rockusb devices"
Rockusb_SvcDesc = "Driver for Rockusb Device"
DiskId1 = "Rockusb Device Installation Disk #1"

REG_SZ                      = 0x00000000
REG_MULTI_SZ                = 0x00010000
REG_EXPAND_SZ               = 0x00020000
REG_BINARY                  = 0x00000001
REG_DWORD                   = 0x00010001
REG_NONE                    = 0x00020001

SERVICE_KERNEL_DRIVER       = 0x00000001
SERVICE_FILE_SYSTEM_DRIVER  = 0x00000002
SERVICE_ADAPTER             = 0x00000004
SERVICE_RECOGNIZER_DRIVER   = 0x00000008

SERVICE_BOOT_START          = 0x0
SERVICE_SYSTEM_START        = 0x1
SERVICE_AUTO_START          = 0x2
SERVICE_DEMAND_START        = 0x3
SERVICE_DISABLED            = 0x4

SERVICE_ERROR_IGNORE        = 0x00000000
SERVICE_ERROR_NORMAL        = 0x00000001
SERVICE_ERROR_SEVERE        = 0x00000002
SERVICE_ERROR_CRITICAL      = 0x00000003

FLG_ADDREG_NOCLOBBER        = 0x00000002
FLG_ADDREG_DELVAL           = 0x00000004
FLG_ADDREG_APPEND           = 0x00000008
FLG_ADDREG_KEYONLY          = 0x00000010
FLG_ADDREG_OVERWRITEONLY    = 0x00000020
FLG_ADDREG_64BITKEY         = 0x00001000
FLG_ADDREG_KEYONLY_COMMON   = 0x00002000
FLG_ADDREG_32BITKEY         = 0x00004000







DriverAssitant_v4.8/Driver/x64/win10/rockusb.sys





DriverAssitant_v4.8/Driver/x64/win7/rockusb.cat





DriverAssitant_v4.8/Driver/x64/win7/rockusb.inf

; Installation inf for the Rockusb Device
;
; Copyright By FuZhou Rockchip
;
; 
;--------- Version Section ---------------------------------------------------

[Version]
Signature="$CHICAGO$"
Class=Rockusb Device
ClassGUID={79DFC2A8-2574-493C-AE71-52958E41DD00}
Provider=%Provider%
DriverVer = 12/19/2018,4.80.0000.0
CatalogFile=rockusb.cat

[ControlFlags]
; Pnp drivers should not be installable via non-PnP hardware dialogs
ExcludeFromSelect = *

;--------- ClassInstall/ClassInstall32 Section -------------------------------

; Not necessary if using a standard class

; 9X Style
[ClassInstall]
AddReg=RockusbClassReg

; NT Style
[ClassInstall32]
AddReg=RockusbClassReg

[RockusbClassReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,,,%REG_SZ%,%DeviceClassName%
HKR,,Icon,,"1"
HKR,,DeviceCharacteristics,0x10001,0x100       ; FILE_DEVICE_SECURE_OPEN
HKR,,Security,,"D:P(A;;GRGWGX;;;WD)(A;;GA;;;SY)(A;;GA;;;BA)"        ; generic all access - everybody

;--------- DestinationDirs Section -------------------------------------------

[DestinationDirs]
DefaultDestDir = 10
Rockusb_Files_Driver = 12


;--------- SourceDiskNames and SourceDiskFiles Section -----------------------
; These sections identify source disks and files for installation.

[SourceDisksNames]
1 = %DiskId1%,,,""

[SourceDisksFiles]
rockusb.sys  = 1,,


;--------- Manufacturer and Models Sections ----------------------------------

[Manufacturer]
%MfgName% = Rockchip,NTx86,NTamd64

; DisplayName               Section           DeviceId
[Rockchip.NTx86]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226
[Rockchip.NTamd64]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226

;---------- DDInstall Sections -----------------------------------------------
; --------- Windows 98 -----------------

; Experimentation has shown that DDInstall root names greater than 19 characters
; cause problems in Windows 98

[Rockusb_DDI]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_9X_AddReg

[Rockusb_9X_AddReg]
HKR,,DevLoader,,*ntkern
HKR,,NTMPDriver,,rockusb.sys
HKR,,Description,,%Rockusb_DeviceDesc%

; --------- Windows NT -----------------

[Rockusb_DDI.NT]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_NT_AddReg

[Rockusb_DDI.NT.Services]
AddService = Rockusb, %FLG_ADDREG_NOCLOBBER%, Rockusb_Service

; --------- Registry ----------------------

[Rockusb_NT_AddReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,rockchip,Key0,%REG_DWORD%,0

; --------- Service ----------------------

[Rockusb_Service]
DisplayName    = %Rockusb_SvcDesc%
ServiceType    = %SERVICE_KERNEL_DRIVER%
StartType      = %SERVICE_DEMAND_START%
ErrorControl   = %SERVICE_ERROR_NORMAL%
ServiceBinary  = %12%\rockusb.sys
LoadOrderGroup = Extended Base

; --------- Files ----------------------

[Rockusb_Files_Driver]
rockusb.sys,,,2

;--------- Strings Section ---------------------------------------------------

[Strings]
Provider = "Fuzhou Rockchip"
MfgName = "Fuzhou Rockchip"
Rockusb_DeviceDesc = "Rockusb Device"
DeviceClassName="Class for rockusb devices"
Rockusb_SvcDesc = "Driver for Rockusb Device"
DiskId1 = "Rockusb Device Installation Disk #1"

REG_SZ                      = 0x00000000
REG_MULTI_SZ                = 0x00010000
REG_EXPAND_SZ               = 0x00020000
REG_BINARY                  = 0x00000001
REG_DWORD                   = 0x00010001
REG_NONE                    = 0x00020001

SERVICE_KERNEL_DRIVER       = 0x00000001
SERVICE_FILE_SYSTEM_DRIVER  = 0x00000002
SERVICE_ADAPTER             = 0x00000004
SERVICE_RECOGNIZER_DRIVER   = 0x00000008

SERVICE_BOOT_START          = 0x0
SERVICE_SYSTEM_START        = 0x1
SERVICE_AUTO_START          = 0x2
SERVICE_DEMAND_START        = 0x3
SERVICE_DISABLED            = 0x4

SERVICE_ERROR_IGNORE        = 0x00000000
SERVICE_ERROR_NORMAL        = 0x00000001
SERVICE_ERROR_SEVERE        = 0x00000002
SERVICE_ERROR_CRITICAL      = 0x00000003

FLG_ADDREG_NOCLOBBER        = 0x00000002
FLG_ADDREG_DELVAL           = 0x00000004
FLG_ADDREG_APPEND           = 0x00000008
FLG_ADDREG_KEYONLY          = 0x00000010
FLG_ADDREG_OVERWRITEONLY    = 0x00000020
FLG_ADDREG_64BITKEY         = 0x00001000
FLG_ADDREG_KEYONLY_COMMON   = 0x00002000
FLG_ADDREG_32BITKEY         = 0x00004000
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; Installation inf for the Rockusb Device
;
; Copyright By FuZhou Rockchip
;
; 
;--------- Version Section ---------------------------------------------------

[Version]
Signature="$CHICAGO$"
Class=Rockusb Device
ClassGUID={79DFC2A8-2574-493C-AE71-52958E41DD00}
Provider=%Provider%
DriverVer = 12/19/2018,4.80.0000.0
CatalogFile=rockusb.cat

[ControlFlags]
; Pnp drivers should not be installable via non-PnP hardware dialogs
ExcludeFromSelect = *

;--------- ClassInstall/ClassInstall32 Section -------------------------------

; Not necessary if using a standard class

; 9X Style
[ClassInstall]
AddReg=RockusbClassReg

; NT Style
[ClassInstall32]
AddReg=RockusbClassReg

[RockusbClassReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,,,%REG_SZ%,%DeviceClassName%
HKR,,Icon,,"1"
HKR,,DeviceCharacteristics,0x10001,0x100       ; FILE_DEVICE_SECURE_OPEN
HKR,,Security,,"D:P(A;;GRGWGX;;;WD)(A;;GA;;;SY)(A;;GA;;;BA)"        ; generic all access - everybody

;--------- DestinationDirs Section -------------------------------------------

[DestinationDirs]
DefaultDestDir = 10
Rockusb_Files_Driver = 12


;--------- SourceDiskNames and SourceDiskFiles Section -----------------------
; These sections identify source disks and files for installation.

[SourceDisksNames]
1 = %DiskId1%,,,""

[SourceDisksFiles]
rockusb.sys  = 1,,


;--------- Manufacturer and Models Sections ----------------------------------

[Manufacturer]
%MfgName% = Rockchip,NTx86,NTamd64

; DisplayName               Section           DeviceId
[Rockchip.NTx86]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226
[Rockchip.NTamd64]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226

;---------- DDInstall Sections -----------------------------------------------
; --------- Windows 98 -----------------

; Experimentation has shown that DDInstall root names greater than 19 characters
; cause problems in Windows 98

[Rockusb_DDI]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_9X_AddReg

[Rockusb_9X_AddReg]
HKR,,DevLoader,,*ntkern
HKR,,NTMPDriver,,rockusb.sys
HKR,,Description,,%Rockusb_DeviceDesc%

; --------- Windows NT -----------------

[Rockusb_DDI.NT]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_NT_AddReg

[Rockusb_DDI.NT.Services]
AddService = Rockusb, %FLG_ADDREG_NOCLOBBER%, Rockusb_Service

; --------- Registry ----------------------

[Rockusb_NT_AddReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,rockchip,Key0,%REG_DWORD%,0

; --------- Service ----------------------

[Rockusb_Service]
DisplayName    = %Rockusb_SvcDesc%
ServiceType    = %SERVICE_KERNEL_DRIVER%
StartType      = %SERVICE_DEMAND_START%
ErrorControl   = %SERVICE_ERROR_NORMAL%
ServiceBinary  = %12%\rockusb.sys
LoadOrderGroup = Extended Base

; --------- Files ----------------------

[Rockusb_Files_Driver]
rockusb.sys,,,2

;--------- Strings Section ---------------------------------------------------

[Strings]
Provider = "Fuzhou Rockchip"
MfgName = "Fuzhou Rockchip"
Rockusb_DeviceDesc = "Rockusb Device"
DeviceClassName="Class for rockusb devices"
Rockusb_SvcDesc = "Driver for Rockusb Device"
DiskId1 = "Rockusb Device Installation Disk #1"

REG_SZ                      = 0x00000000
REG_MULTI_SZ                = 0x00010000
REG_EXPAND_SZ               = 0x00020000
REG_BINARY                  = 0x00000001
REG_DWORD                   = 0x00010001
REG_NONE                    = 0x00020001

SERVICE_KERNEL_DRIVER       = 0x00000001
SERVICE_FILE_SYSTEM_DRIVER  = 0x00000002
SERVICE_ADAPTER             = 0x00000004
SERVICE_RECOGNIZER_DRIVER   = 0x00000008

SERVICE_BOOT_START          = 0x0
SERVICE_SYSTEM_START        = 0x1
SERVICE_AUTO_START          = 0x2
SERVICE_DEMAND_START        = 0x3
SERVICE_DISABLED            = 0x4

SERVICE_ERROR_IGNORE        = 0x00000000
SERVICE_ERROR_NORMAL        = 0x00000001
SERVICE_ERROR_SEVERE        = 0x00000002
SERVICE_ERROR_CRITICAL      = 0x00000003

FLG_ADDREG_NOCLOBBER        = 0x00000002
FLG_ADDREG_DELVAL           = 0x00000004
FLG_ADDREG_APPEND           = 0x00000008
FLG_ADDREG_KEYONLY          = 0x00000010
FLG_ADDREG_OVERWRITEONLY    = 0x00000020
FLG_ADDREG_64BITKEY         = 0x00001000
FLG_ADDREG_KEYONLY_COMMON   = 0x00002000
FLG_ADDREG_32BITKEY         = 0x00004000
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; Installation inf for the Rockusb Device
;
; Copyright By FuZhou Rockchip
;
; 
;--------- Version Section ---------------------------------------------------

[Version]
Signature="$CHICAGO$"
Class=Rockusb Device
ClassGUID={79DFC2A8-2574-493C-AE71-52958E41DD00}
Provider=%Provider%
DriverVer = 12/19/2018,4.80.0000.0
CatalogFile=rockusb.cat

[ControlFlags]
; Pnp drivers should not be installable via non-PnP hardware dialogs
ExcludeFromSelect = *

;--------- ClassInstall/ClassInstall32 Section -------------------------------

; Not necessary if using a standard class

; 9X Style
[ClassInstall]
AddReg=RockusbClassReg

; NT Style
[ClassInstall32]
AddReg=RockusbClassReg

[RockusbClassReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,,,%REG_SZ%,%DeviceClassName%
HKR,,Icon,,"1"
HKR,,DeviceCharacteristics,0x10001,0x100       ; FILE_DEVICE_SECURE_OPEN
HKR,,Security,,"D:P(A;;GRGWGX;;;WD)(A;;GA;;;SY)(A;;GA;;;BA)"        ; generic all access - everybody

;--------- DestinationDirs Section -------------------------------------------

[DestinationDirs]
DefaultDestDir = 10
Rockusb_Files_Driver = 12


;--------- SourceDiskNames and SourceDiskFiles Section -----------------------
; These sections identify source disks and files for installation.

[SourceDisksNames]
1 = %DiskId1%,,,""

[SourceDisksFiles]
rockusb.sys  = 1,,


;--------- Manufacturer and Models Sections ----------------------------------

[Manufacturer]
%MfgName% = Rockchip,NTx86,NTamd64

; DisplayName               Section           DeviceId
[Rockchip.NTx86]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226
[Rockchip.NTamd64]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226

;---------- DDInstall Sections -----------------------------------------------
; --------- Windows 98 -----------------

; Experimentation has shown that DDInstall root names greater than 19 characters
; cause problems in Windows 98

[Rockusb_DDI]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_9X_AddReg

[Rockusb_9X_AddReg]
HKR,,DevLoader,,*ntkern
HKR,,NTMPDriver,,rockusb.sys
HKR,,Description,,%Rockusb_DeviceDesc%

; --------- Windows NT -----------------

[Rockusb_DDI.NT]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_NT_AddReg

[Rockusb_DDI.NT.Services]
AddService = Rockusb, %FLG_ADDREG_NOCLOBBER%, Rockusb_Service

; --------- Registry ----------------------

[Rockusb_NT_AddReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,rockchip,Key0,%REG_DWORD%,0

; --------- Service ----------------------

[Rockusb_Service]
DisplayName    = %Rockusb_SvcDesc%
ServiceType    = %SERVICE_KERNEL_DRIVER%
StartType      = %SERVICE_DEMAND_START%
ErrorControl   = %SERVICE_ERROR_NORMAL%
ServiceBinary  = %12%\rockusb.sys
LoadOrderGroup = Extended Base

; --------- Files ----------------------

[Rockusb_Files_Driver]
rockusb.sys,,,2

;--------- Strings Section ---------------------------------------------------

[Strings]
Provider = "Fuzhou Rockchip"
MfgName = "Fuzhou Rockchip"
Rockusb_DeviceDesc = "Rockusb Device"
DeviceClassName="Class for rockusb devices"
Rockusb_SvcDesc = "Driver for Rockusb Device"
DiskId1 = "Rockusb Device Installation Disk #1"

REG_SZ                      = 0x00000000
REG_MULTI_SZ                = 0x00010000
REG_EXPAND_SZ               = 0x00020000
REG_BINARY                  = 0x00000001
REG_DWORD                   = 0x00010001
REG_NONE                    = 0x00020001

SERVICE_KERNEL_DRIVER       = 0x00000001
SERVICE_FILE_SYSTEM_DRIVER  = 0x00000002
SERVICE_ADAPTER             = 0x00000004
SERVICE_RECOGNIZER_DRIVER   = 0x00000008

SERVICE_BOOT_START          = 0x0
SERVICE_SYSTEM_START        = 0x1
SERVICE_AUTO_START          = 0x2
SERVICE_DEMAND_START        = 0x3
SERVICE_DISABLED            = 0x4

SERVICE_ERROR_IGNORE        = 0x00000000
SERVICE_ERROR_NORMAL        = 0x00000001
SERVICE_ERROR_SEVERE        = 0x00000002
SERVICE_ERROR_CRITICAL      = 0x00000003

FLG_ADDREG_NOCLOBBER        = 0x00000002
FLG_ADDREG_DELVAL           = 0x00000004
FLG_ADDREG_APPEND           = 0x00000008
FLG_ADDREG_KEYONLY          = 0x00000010
FLG_ADDREG_OVERWRITEONLY    = 0x00000020
FLG_ADDREG_64BITKEY         = 0x00001000
FLG_ADDREG_KEYONLY_COMMON   = 0x00002000
FLG_ADDREG_32BITKEY         = 0x00004000
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; Installation inf for the Rockusb Device
;
; Copyright By FuZhou Rockchip
;
; 
;--------- Version Section ---------------------------------------------------

[Version]
Signature="$CHICAGO$"
Class=Rockusb Device
ClassGUID={79DFC2A8-2574-493C-AE71-52958E41DD00}
Provider=%Provider%
DriverVer = 12/19/2018,4.80.0000.0
CatalogFile=rockusb.cat

[ControlFlags]
; Pnp drivers should not be installable via non-PnP hardware dialogs
ExcludeFromSelect = *

;--------- ClassInstall/ClassInstall32 Section -------------------------------

; Not necessary if using a standard class

; 9X Style
[ClassInstall]
AddReg=RockusbClassReg

; NT Style
[ClassInstall32]
AddReg=RockusbClassReg

[RockusbClassReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,,,%REG_SZ%,%DeviceClassName%
HKR,,Icon,,"1"
HKR,,DeviceCharacteristics,0x10001,0x100       ; FILE_DEVICE_SECURE_OPEN
HKR,,Security,,"D:P(A;;GRGWGX;;;WD)(A;;GA;;;SY)(A;;GA;;;BA)"        ; generic all access - everybody

;--------- DestinationDirs Section -------------------------------------------

[DestinationDirs]
DefaultDestDir = 10
Rockusb_Files_Driver = 12


;--------- SourceDiskNames and SourceDiskFiles Section -----------------------
; These sections identify source disks and files for installation.

[SourceDisksNames]
1 = %DiskId1%,,,""

[SourceDisksFiles]
rockusb.sys  = 1,,


;--------- Manufacturer and Models Sections ----------------------------------

[Manufacturer]
%MfgName% = Rockchip,NTx86,NTamd64

; DisplayName               Section           DeviceId
[Rockchip.NTx86]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226
[Rockchip.NTamd64]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226

;---------- DDInstall Sections -----------------------------------------------
; --------- Windows 98 -----------------

; Experimentation has shown that DDInstall root names greater than 19 characters
; cause problems in Windows 98

[Rockusb_DDI]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_9X_AddReg

[Rockusb_9X_AddReg]
HKR,,DevLoader,,*ntkern
HKR,,NTMPDriver,,rockusb.sys
HKR,,Description,,%Rockusb_DeviceDesc%

; --------- Windows NT -----------------

[Rockusb_DDI.NT]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_NT_AddReg

[Rockusb_DDI.NT.Services]
AddService = Rockusb, %FLG_ADDREG_NOCLOBBER%, Rockusb_Service

; --------- Registry ----------------------

[Rockusb_NT_AddReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,rockchip,Key0,%REG_DWORD%,0

; --------- Service ----------------------

[Rockusb_Service]
DisplayName    = %Rockusb_SvcDesc%
ServiceType    = %SERVICE_KERNEL_DRIVER%
StartType      = %SERVICE_DEMAND_START%
ErrorControl   = %SERVICE_ERROR_NORMAL%
ServiceBinary  = %12%\rockusb.sys
LoadOrderGroup = Extended Base

; --------- Files ----------------------

[Rockusb_Files_Driver]
rockusb.sys,,,2

;--------- Strings Section ---------------------------------------------------

[Strings]
Provider = "Fuzhou Rockchip"
MfgName = "Fuzhou Rockchip"
Rockusb_DeviceDesc = "Rockusb Device"
DeviceClassName="Class for rockusb devices"
Rockusb_SvcDesc = "Driver for Rockusb Device"
DiskId1 = "Rockusb Device Installation Disk #1"

REG_SZ                      = 0x00000000
REG_MULTI_SZ                = 0x00010000
REG_EXPAND_SZ               = 0x00020000
REG_BINARY                  = 0x00000001
REG_DWORD                   = 0x00010001
REG_NONE                    = 0x00020001

SERVICE_KERNEL_DRIVER       = 0x00000001
SERVICE_FILE_SYSTEM_DRIVER  = 0x00000002
SERVICE_ADAPTER             = 0x00000004
SERVICE_RECOGNIZER_DRIVER   = 0x00000008

SERVICE_BOOT_START          = 0x0
SERVICE_SYSTEM_START        = 0x1
SERVICE_AUTO_START          = 0x2
SERVICE_DEMAND_START        = 0x3
SERVICE_DISABLED            = 0x4

SERVICE_ERROR_IGNORE        = 0x00000000
SERVICE_ERROR_NORMAL        = 0x00000001
SERVICE_ERROR_SEVERE        = 0x00000002
SERVICE_ERROR_CRITICAL      = 0x00000003

FLG_ADDREG_NOCLOBBER        = 0x00000002
FLG_ADDREG_DELVAL           = 0x00000004
FLG_ADDREG_APPEND           = 0x00000008
FLG_ADDREG_KEYONLY          = 0x00000010
FLG_ADDREG_OVERWRITEONLY    = 0x00000020
FLG_ADDREG_64BITKEY         = 0x00001000
FLG_ADDREG_KEYONLY_COMMON   = 0x00002000
FLG_ADDREG_32BITKEY         = 0x00004000
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; Installation inf for the Rockusb Device
;
; Copyright By FuZhou Rockchip
;
; 
;--------- Version Section ---------------------------------------------------

[Version]
Signature="$CHICAGO$"
Class=Rockusb Device
ClassGUID={79DFC2A8-2574-493C-AE71-52958E41DD00}
Provider=%Provider%
DriverVer = 12/19/2018,4.80.0000.0
CatalogFile=rockusb.cat

[ControlFlags]
; Pnp drivers should not be installable via non-PnP hardware dialogs
ExcludeFromSelect = *

;--------- ClassInstall/ClassInstall32 Section -------------------------------

; Not necessary if using a standard class

; 9X Style
[ClassInstall]
AddReg=RockusbClassReg

; NT Style
[ClassInstall32]
AddReg=RockusbClassReg

[RockusbClassReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,,,%REG_SZ%,%DeviceClassName%
HKR,,Icon,,"1"
HKR,,DeviceCharacteristics,0x10001,0x100       ; FILE_DEVICE_SECURE_OPEN
HKR,,Security,,"D:P(A;;GRGWGX;;;WD)(A;;GA;;;SY)(A;;GA;;;BA)"        ; generic all access - everybody

;--------- DestinationDirs Section -------------------------------------------

[DestinationDirs]
DefaultDestDir = 10
Rockusb_Files_Driver = 12


;--------- SourceDiskNames and SourceDiskFiles Section -----------------------
; These sections identify source disks and files for installation.

[SourceDisksNames]
1 = %DiskId1%,,,""

[SourceDisksFiles]
rockusb.sys  = 1,,


;--------- Manufacturer and Models Sections ----------------------------------

[Manufacturer]
%MfgName% = Rockchip,NTx86,NTamd64

; DisplayName               Section           DeviceId
[Rockchip.NTx86]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226
[Rockchip.NTamd64]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226

;---------- DDInstall Sections -----------------------------------------------
; --------- Windows 98 -----------------

; Experimentation has shown that DDInstall root names greater than 19 characters
; cause problems in Windows 98

[Rockusb_DDI]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_9X_AddReg

[Rockusb_9X_AddReg]
HKR,,DevLoader,,*ntkern
HKR,,NTMPDriver,,rockusb.sys
HKR,,Description,,%Rockusb_DeviceDesc%

; --------- Windows NT -----------------

[Rockusb_DDI.NT]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_NT_AddReg

[Rockusb_DDI.NT.Services]
AddService = Rockusb, %FLG_ADDREG_NOCLOBBER%, Rockusb_Service

; --------- Registry ----------------------

[Rockusb_NT_AddReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,rockchip,Key0,%REG_DWORD%,0

; --------- Service ----------------------

[Rockusb_Service]
DisplayName    = %Rockusb_SvcDesc%
ServiceType    = %SERVICE_KERNEL_DRIVER%
StartType      = %SERVICE_DEMAND_START%
ErrorControl   = %SERVICE_ERROR_NORMAL%
ServiceBinary  = %12%\rockusb.sys
LoadOrderGroup = Extended Base

; --------- Files ----------------------

[Rockusb_Files_Driver]
rockusb.sys,,,2

;--------- Strings Section ---------------------------------------------------

[Strings]
Provider = "Fuzhou Rockchip"
MfgName = "Fuzhou Rockchip"
Rockusb_DeviceDesc = "Rockusb Device"
DeviceClassName="Class for rockusb devices"
Rockusb_SvcDesc = "Driver for Rockusb Device"
DiskId1 = "Rockusb Device Installation Disk #1"

REG_SZ                      = 0x00000000
REG_MULTI_SZ                = 0x00010000
REG_EXPAND_SZ               = 0x00020000
REG_BINARY                  = 0x00000001
REG_DWORD                   = 0x00010001
REG_NONE                    = 0x00020001

SERVICE_KERNEL_DRIVER       = 0x00000001
SERVICE_FILE_SYSTEM_DRIVER  = 0x00000002
SERVICE_ADAPTER             = 0x00000004
SERVICE_RECOGNIZER_DRIVER   = 0x00000008

SERVICE_BOOT_START          = 0x0
SERVICE_SYSTEM_START        = 0x1
SERVICE_AUTO_START          = 0x2
SERVICE_DEMAND_START        = 0x3
SERVICE_DISABLED            = 0x4

SERVICE_ERROR_IGNORE        = 0x00000000
SERVICE_ERROR_NORMAL        = 0x00000001
SERVICE_ERROR_SEVERE        = 0x00000002
SERVICE_ERROR_CRITICAL      = 0x00000003

FLG_ADDREG_NOCLOBBER        = 0x00000002
FLG_ADDREG_DELVAL           = 0x00000004
FLG_ADDREG_APPEND           = 0x00000008
FLG_ADDREG_KEYONLY          = 0x00000010
FLG_ADDREG_OVERWRITEONLY    = 0x00000020
FLG_ADDREG_64BITKEY         = 0x00001000
FLG_ADDREG_KEYONLY_COMMON   = 0x00002000
FLG_ADDREG_32BITKEY         = 0x00004000
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; Installation inf for the Rockusb Device
;
; Copyright By FuZhou Rockchip
;
; 
;--------- Version Section ---------------------------------------------------

[Version]
Signature="$CHICAGO$"
Class=Rockusb Device
ClassGUID={79DFC2A8-2574-493C-AE71-52958E41DD00}
Provider=%Provider%
DriverVer = 12/19/2018,4.80.0000.0
CatalogFile=rockusb.cat

[ControlFlags]
; Pnp drivers should not be installable via non-PnP hardware dialogs
ExcludeFromSelect = *

;--------- ClassInstall/ClassInstall32 Section -------------------------------

; Not necessary if using a standard class

; 9X Style
[ClassInstall]
AddReg=RockusbClassReg

; NT Style
[ClassInstall32]
AddReg=RockusbClassReg

[RockusbClassReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,,,%REG_SZ%,%DeviceClassName%
HKR,,Icon,,"1"
HKR,,DeviceCharacteristics,0x10001,0x100       ; FILE_DEVICE_SECURE_OPEN
HKR,,Security,,"D:P(A;;GRGWGX;;;WD)(A;;GA;;;SY)(A;;GA;;;BA)"        ; generic all access - everybody

;--------- DestinationDirs Section -------------------------------------------

[DestinationDirs]
DefaultDestDir = 10
Rockusb_Files_Driver = 12


;--------- SourceDiskNames and SourceDiskFiles Section -----------------------
; These sections identify source disks and files for installation.

[SourceDisksNames]
1 = %DiskId1%,,,""

[SourceDisksFiles]
rockusb.sys  = 1,,


;--------- Manufacturer and Models Sections ----------------------------------

[Manufacturer]
%MfgName% = Rockchip,NTx86,NTamd64

; DisplayName               Section           DeviceId
[Rockchip.NTx86]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226
[Rockchip.NTamd64]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226

;---------- DDInstall Sections -----------------------------------------------
; --------- Windows 98 -----------------

; Experimentation has shown that DDInstall root names greater than 19 characters
; cause problems in Windows 98

[Rockusb_DDI]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_9X_AddReg

[Rockusb_9X_AddReg]
HKR,,DevLoader,,*ntkern
HKR,,NTMPDriver,,rockusb.sys
HKR,,Description,,%Rockusb_DeviceDesc%

; --------- Windows NT -----------------

[Rockusb_DDI.NT]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_NT_AddReg

[Rockusb_DDI.NT.Services]
AddService = Rockusb, %FLG_ADDREG_NOCLOBBER%, Rockusb_Service

; --------- Registry ----------------------

[Rockusb_NT_AddReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,rockchip,Key0,%REG_DWORD%,0

; --------- Service ----------------------

[Rockusb_Service]
DisplayName    = %Rockusb_SvcDesc%
ServiceType    = %SERVICE_KERNEL_DRIVER%
StartType      = %SERVICE_DEMAND_START%
ErrorControl   = %SERVICE_ERROR_NORMAL%
ServiceBinary  = %12%\rockusb.sys
LoadOrderGroup = Extended Base

; --------- Files ----------------------

[Rockusb_Files_Driver]
rockusb.sys,,,2

;--------- Strings Section ---------------------------------------------------

[Strings]
Provider = "Fuzhou Rockchip"
MfgName = "Fuzhou Rockchip"
Rockusb_DeviceDesc = "Rockusb Device"
DeviceClassName="Class for rockusb devices"
Rockusb_SvcDesc = "Driver for Rockusb Device"
DiskId1 = "Rockusb Device Installation Disk #1"

REG_SZ                      = 0x00000000
REG_MULTI_SZ                = 0x00010000
REG_EXPAND_SZ               = 0x00020000
REG_BINARY                  = 0x00000001
REG_DWORD                   = 0x00010001
REG_NONE                    = 0x00020001

SERVICE_KERNEL_DRIVER       = 0x00000001
SERVICE_FILE_SYSTEM_DRIVER  = 0x00000002
SERVICE_ADAPTER             = 0x00000004
SERVICE_RECOGNIZER_DRIVER   = 0x00000008

SERVICE_BOOT_START          = 0x0
SERVICE_SYSTEM_START        = 0x1
SERVICE_AUTO_START          = 0x2
SERVICE_DEMAND_START        = 0x3
SERVICE_DISABLED            = 0x4

SERVICE_ERROR_IGNORE        = 0x00000000
SERVICE_ERROR_NORMAL        = 0x00000001
SERVICE_ERROR_SEVERE        = 0x00000002
SERVICE_ERROR_CRITICAL      = 0x00000003

FLG_ADDREG_NOCLOBBER        = 0x00000002
FLG_ADDREG_DELVAL           = 0x00000004
FLG_ADDREG_APPEND           = 0x00000008
FLG_ADDREG_KEYONLY          = 0x00000010
FLG_ADDREG_OVERWRITEONLY    = 0x00000020
FLG_ADDREG_64BITKEY         = 0x00001000
FLG_ADDREG_KEYONLY_COMMON   = 0x00002000
FLG_ADDREG_32BITKEY         = 0x00004000
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; Installation inf for the Rockusb Device
;
; Copyright By FuZhou Rockchip
;
; 
;--------- Version Section ---------------------------------------------------

[Version]
Signature="$CHICAGO$"
Class=Rockusb Device
ClassGUID={79DFC2A8-2574-493C-AE71-52958E41DD00}
Provider=%Provider%
DriverVer = 12/19/2018,4.80.0000.0
CatalogFile=rockusb.cat

[ControlFlags]
; Pnp drivers should not be installable via non-PnP hardware dialogs
ExcludeFromSelect = *

;--------- ClassInstall/ClassInstall32 Section -------------------------------

; Not necessary if using a standard class

; 9X Style
[ClassInstall]
AddReg=RockusbClassReg

; NT Style
[ClassInstall32]
AddReg=RockusbClassReg

[RockusbClassReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,,,%REG_SZ%,%DeviceClassName%
HKR,,Icon,,"1"
HKR,,DeviceCharacteristics,0x10001,0x100       ; FILE_DEVICE_SECURE_OPEN
HKR,,Security,,"D:P(A;;GRGWGX;;;WD)(A;;GA;;;SY)(A;;GA;;;BA)"        ; generic all access - everybody

;--------- DestinationDirs Section -------------------------------------------

[DestinationDirs]
DefaultDestDir = 10
Rockusb_Files_Driver = 12


;--------- SourceDiskNames and SourceDiskFiles Section -----------------------
; These sections identify source disks and files for installation.

[SourceDisksNames]
1 = %DiskId1%,,,""

[SourceDisksFiles]
rockusb.sys  = 1,,


;--------- Manufacturer and Models Sections ----------------------------------

[Manufacturer]
%MfgName% = Rockchip,NTx86,NTamd64

; DisplayName               Section           DeviceId
[Rockchip.NTx86]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226
[Rockchip.NTamd64]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226

;---------- DDInstall Sections -----------------------------------------------
; --------- Windows 98 -----------------

; Experimentation has shown that DDInstall root names greater than 19 characters
; cause problems in Windows 98

[Rockusb_DDI]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_9X_AddReg

[Rockusb_9X_AddReg]
HKR,,DevLoader,,*ntkern
HKR,,NTMPDriver,,rockusb.sys
HKR,,Description,,%Rockusb_DeviceDesc%

; --------- Windows NT -----------------

[Rockusb_DDI.NT]
CopyFiles=Rockusb_Files_Driver
AddReg=Rockusb_NT_AddReg

[Rockusb_DDI.NT.Services]
AddService = Rockusb, %FLG_ADDREG_NOCLOBBER%, Rockusb_Service

; --------- Registry ----------------------

[Rockusb_NT_AddReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,rockchip,Key0,%REG_DWORD%,0

; --------- Service ----------------------

[Rockusb_Service]
DisplayName    = %Rockusb_SvcDesc%
ServiceType    = %SERVICE_KERNEL_DRIVER%
StartType      = %SERVICE_DEMAND_START%
ErrorControl   = %SERVICE_ERROR_NORMAL%
ServiceBinary  = %12%\rockusb.sys
LoadOrderGroup = Extended Base

; --------- Files ----------------------

[Rockusb_Files_Driver]
rockusb.sys,,,2

;--------- Strings Section ---------------------------------------------------

[Strings]
Provider = "Fuzhou Rockchip"
MfgName = "Fuzhou Rockchip"
Rockusb_DeviceDesc = "Rockusb Device"
DeviceClassName="Class for rockusb devices"
Rockusb_SvcDesc = "Driver for Rockusb Device"
DiskId1 = "Rockusb Device Installation Disk #1"

REG_SZ                      = 0x00000000
REG_MULTI_SZ                = 0x00010000
REG_EXPAND_SZ               = 0x00020000
REG_BINARY                  = 0x00000001
REG_DWORD                   = 0x00010001
REG_NONE                    = 0x00020001

SERVICE_KERNEL_DRIVER       = 0x00000001
SERVICE_FILE_SYSTEM_DRIVER  = 0x00000002
SERVICE_ADAPTER             = 0x00000004
SERVICE_RECOGNIZER_DRIVER   = 0x00000008

SERVICE_BOOT_START          = 0x0
SERVICE_SYSTEM_START        = 0x1
SERVICE_AUTO_START          = 0x2
SERVICE_DEMAND_START        = 0x3
SERVICE_DISABLED            = 0x4

SERVICE_ERROR_IGNORE        = 0x00000000
SERVICE_ERROR_NORMAL        = 0x00000001
SERVICE_ERROR_SEVERE        = 0x00000002
SERVICE_ERROR_CRITICAL      = 0x00000003

FLG_ADDREG_NOCLOBBER        = 0x00000002
FLG_ADDREG_DELVAL           = 0x00000004
FLG_ADDREG_APPEND           = 0x00000008
FLG_ADDREG_KEYONLY          = 0x00000010
FLG_ADDREG_OVERWRITEONLY    = 0x00000020
FLG_ADDREG_64BITKEY         = 0x00001000
FLG_ADDREG_KEYONLY_COMMON   = 0x00002000
FLG_ADDREG_32BITKEY         = 0x00004000
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; Installation inf for the Rockusb Device
;
; Copyright By FuZhou Rockchip
;
; 
;--------- Version Section ---------------------------------------------------

[Version]
Signature="$CHICAGO$"
Class=Rockusb Device
ClassGUID={79DFC2A8-2574-493C-AE71-52958E41CC00}
Provider=%Provider%
DriverVer=12/19/2018,4.80.0000
CatalogFile=rockusb.cat

[ControlFlags]
; Pnp drivers should not be installable via non-PnP hardware dialogs
ExcludeFromSelect = *

;--------- ClassInstall/ClassInstall32 Section -------------------------------

; Not necessary if using a standard class

; 9X Style
[ClassInstall]
Addreg=RockusbClassReg

; NT Style
[ClassInstall32]
Addreg=RockusbClassReg

[RockusbClassReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,,,%REG_SZ%,%DeviceClassName%
HKR,,Icon,,"1"
HKR,,DeviceCharacteristics,0x10001,0x100       ; FILE_DEVICE_SECURE_OPEN
HKR,,Security,,"D:P(A;;GRGWGX;;;WD)(A;;GA;;;SY)(A;;GA;;;BA)"        ; generic all access - everybody


;--------- DestinationDirs Section -------------------------------------------

[DestinationDirs]
DefaultDestDir = 10
Rockusb_CoInstaller = 11
Rockusb_Files_Driver = 12


;--------- SourceDiskNames and SourceDiskFiles Section -----------------------
; These sections identify source disks and files for installation.

[SourceDisksNames]
1 = %DiskId1%,,,""

[SourceDisksFiles]
rockusb.sys  = 1,,
DriverCoInstaller.dll  = 1,,


;--------- Manufacturer and Models Sections ----------------------------------

[Manufacturer]
%MfgName% = Rockchip,NTx86,NTamd64

; DisplayName               Section           DeviceId
[Rockchip.NTx86]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226
[Rockchip.NTamd64]
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_180E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_110E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330F
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_330G
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_320E
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_310D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_301A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_300B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_290A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_292A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_281A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_282B
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_273A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_261A
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262C
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_2207&PID_262D
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3228
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3201
%Rockusb_DeviceDesc%=Rockusb_DDI, USB\VID_071b&PID_3226

;---------- DDInstall Sections -----------------------------------------------
; --------- Windows 98 -----------------

; Experimentation has shown that DDInstall root names greater than 19 characters
; cause problems in Windows 98

[Rockusb_DDI]
CopyFiles=Rockusb_Files_Driver
CopyFiles=Rockusb_CoInstaller
AddReg=Rockusb_9X_AddReg

[Rockusb_9X_AddReg]
HKR,,DevLoader,,*ntkern
HKR,,NTMPDriver,,rockusb.sys
HKR,,Description,,%Rockusb_DeviceDesc%

; --------- Windows NT -----------------

[Rockusb_DDI.NT]
CopyFiles=Rockusb_Files_Driver
CopyFiles=Rockusb_CoInstaller
AddReg=Rockusb_NT_AddReg

[Rockusb_DDI.NT.Services]
Addservice = Rockusb, %FLG_ADDREG_NOCLOBBER%, Rockusb_Service

; --------- Registry ----------------------

[Rockusb_NT_AddReg]
;reg-root,[subkey],[value-entry-name],[flags],[value]
HKR,rockchip,Key0,%REG_DWORD%,0
HKLM,System\CurrentControlSet\Control\CoDeviceInstallers, \
 {79DFC2A8-2574-493C-AE71-52958E41BB00},0x00010008, "DriverCoInstaller.dll,DriverCoInstaller"

; --------- Service ----------------------

[Rockusb_Service]
DisplayName    = %Rockusb_SvcDesc%
ServiceType    = %SERVICE_KERNEL_DRIVER%
StartType      = %SERVICE_DEMAND_START%
ErrorControl   = %SERVICE_ERROR_NORMAL%
ServiceBinary  = %12%\rockusb.sys
LoadOrderGroup = Extended Base

; --------- Files ----------------------

[Rockusb_CoInstaller]
DriverCoInstaller.dll

[Rockusb_Files_Driver]
rockusb.sys,,,2

;--------- Strings Section ---------------------------------------------------

[Strings]
Provider = "Fuzhou Rockchip"
MfgName = "Fuzhou Rockchip"
Rockusb_DeviceDesc = "Rockusb Device"
DeviceClassName="Class for rockusb devices"
Rockusb_SvcDesc = "Driver for Rockusb Device"
DiskId1 = "Rockusb Device Installation Disk #1"

REG_SZ                      = 0x00000000
REG_MULTI_SZ                = 0x00010000
REG_EXPAND_SZ               = 0x00020000
REG_BINARY                  = 0x00000001
REG_DWORD                   = 0x00010001
REG_NONE                    = 0x00020001

SERVICE_KERNEL_DRIVER       = 0x00000001
SERVICE_FILE_SYSTEM_DRIVER  = 0x00000002
SERVICE_ADAPTER             = 0x00000004
SERVICE_RECOGNIZER_DRIVER   = 0x00000008

SERVICE_BOOT_START          = 0x0
SERVICE_SYSTEM_START        = 0x1
SERVICE_AUTO_START          = 0x2
SERVICE_DEMAND_START        = 0x3
SERVICE_DISABLED            = 0x4

SERVICE_ERROR_IGNORE        = 0x00000000
SERVICE_ERROR_NORMAL        = 0x00000001
SERVICE_ERROR_SEVERE        = 0x00000002
SERVICE_ERROR_CRITICAL      = 0x00000003

FLG_ADDREG_NOCLOBBER        = 0x00000002
FLG_ADDREG_DELVAL           = 0x00000004
FLG_ADDREG_APPEND           = 0x00000008
FLG_ADDREG_KEYONLY          = 0x00000010
FLG_ADDREG_OVERWRITEONLY    = 0x00000020
FLG_ADDREG_64BITKEY         = 0x00001000
FLG_ADDREG_KEYONLY_COMMON   = 0x00002000
FLG_ADDREG_32BITKEY         = 0x00004000
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瑞芯微驱动安装助手
支持Rockusb驱动和Rockchip Adb驱动预安装和卸载
支持xp,win7_32,win7_64,win8_32,win8_64,win10_32,win10_64操作系统
目录说明：
工具目录\Driver:Rockusb驱动目录
工具目录\ADBDriver:Rockchip ADB驱动目录

注意事项：
为了所有设备都使用更新的驱动，请先“卸载”再进行“安装”
xp系统当通过工具安装驱动完成,连接Rockchip ADB设备时还会提示你发现新设备，安装驱动时选择"自动安装",即可成功完成驱动安装。






